
PROPYLENE TRIMER 

Propylene trimer is a product of propylene 
polymerization over phosphoric acide catalyst. 
Product is used for production of alkylphenols with 
further processing into ethoxylated alkylphenols, 
alkylphenol additives, alkylphenolamine resins 
(Oktofor). Product may also be used as feedstock  
for oxosynthesis of isodecyl alcohol utilized for 
PVC plasticizers, for production of nonionic 
surfactants and lube oil additives.   

Standard 
specification: 

TU 2211-031-05766801-2014 

Empiric 
formula: 

С9Н18 

Property Value Test method 
1.Appearance Clear colorless liquid free of 

impurities and moisture. 
GOST 2706.1 and acc. 

to TU para. 4.4  
2.Paraffins, wt%, max 1,0 Acc. to TU para.4.1 
3.Propylene trimer, wt%, min. 95,0 Acc. to para.4.2 and/or 

acc. para. 4.8 TU 
4.C8  olefins and lower, wt%, max. 2,0 Acc. to para 4.2 and/or 

acc. to para 4.8 TU 
5.C10  olefins and higher, wt%, max. 3,0 Acc. to para 4.2 and/or 

acc. to para 4.8 TU 
6.Water, wt%, max 0,020 Acc. GOST 14870 
7.Peroxidates, wt%, max. 0,00050 Acc. to para.4.3 TU 
8.Antioxidant content, wt%, in range 0,006-0,020 Acc. to  para 4.5 

and/or to para 4.9 TU 
9.Bromine number, Br g/100 g, min. 120 Acc. to TU para.4.6 
10.Maleic number, maleic anhydride mg / 1 g, max.** 2,0 Acc. to TU para.4.7 
11.Temperature of 90 % distillation, оС*** Not rated  

determination is mandatory 
Acc. GOST 2177 

12.Final boiling point, оС*** Not rated  
determination is mandatory 

Acc. GOST 2177 

Product form: Clear colorless liquid free of solids and undissolved moisture.   
Packaging: Product is shipped in railway tank-cars with a bottom discharge, tank-containers and steel 

drums. 
Transportation: Product is transported in railway tank-cars with a bottom discharge and tank-containers. 
Storage: Product should be stored in reservoirs under nitrogen blanket. 

Information contained herein is provided to the best of our knowledge and is considered true on the revision 
date.  This specification does not release a customer from obligation to check the product as to suitability 
thereof for the intended application.   A producer shall not be liable for any loss and damage that might occur 
due to use of this information.  
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