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FLOTOREAGENT OXAL 
 
 

Flotoreagent Oxal is a mixture of high-boiling by-
products of dimethyldioxane production. 
“Oxal” flotation reagent of T-66 grade is used as a 
plasticizer in laquer & paint production. “Oxal” 
flotation reagent of T-92 grade is used for plasticizers 
production applied in rubber goods & film materials.  

  
  
Technical 
requirements:  

TU 20.59.59-029-05766801-2016 

   
 

Property 
Normal value by grade 

Test method 
Т-66 Т-92 

1. Appearance 
Non-segregative fluid 

with color ranging from 
yellow to brown. 

Clear, nonsegregating 
liquid with color ranging 
from yellow to brown. 

Acc. to 4.3 TU 

2. Dimethyldioxane, % wt., max.                                                             1.5 0.2 Acc. to 4.4 TU 
3. Ester number, KOH mg / 1 g within - 0.5-4.0 Acc. to 4.5 TU 
4. Hydroxyl groups, % wt. within   - 1.0-4.0 Acc. to 4.6 TU 
5. Flash point in open cup, °C, min. 80 130 Acc. to 4.7 TU 
6. Pour point, °C, max. Minus 40 Minus 30 Acc. to 4.8 TU 
7. Density @ 20°С, g/cm3 within 1.0000-1.12 Acc. to 4.9 TU 
8. Boiling point, °C Not rated, determination 

is necessary  
- Acc. to 4.10 TU 

 
 
 
Supply form: Clear, nonsegregating liquid with color ranging from yellow to brown. 

Packaging: Product shall be shipped in drums, boiler trucks and railway tank-cars. 

Transportation: Product shall be transported in covered railway and motor transport means. 

Storage: Storage in acc. with GOST 1510. Storage in tanks made of carbon steel 10G2S, 
bottom 09G2S. 
Store the “Oxal” flotation reagent of T-66 under a slight nitrogen blanket. 
Guaranteed shelf life – 1 year from the date of production. 

 
Information contained herein is provided to the best of our knowledge and is considered true on the revision date. This 
specification does not relieve the Customer from liability for checking the product for compliance with the proposed 
application.  The manufacturer is not responsible for any losses or damages that may arise due to application of this 
information. 
 
 


