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Bottom residue of ethyl benzene and styrene                                                             
distillation (BRESD) 

 
BRESD is a byproduct of ethyl benzene and styrene 
production. 
BRESD grade A is a bottom residue of ethyl benzene 
distillation, grade B is a mixture of bottom residues of 
ethyl benzene and styrene, grade C is a bottom residue of 
epoxidate distillation. 
BRESD is used as a feedstock in production of antiseptic 
used in wood conditioning, coal benefication, in oil 
refinery as a solvent of asphaltic resinous deposits in oil 
extraction, transportation and storage systems.   

Design       
specification: 

TU 20.14.12-033-
05766801-2017 
 

 
 

PROPERTY VALUE TEST METHOD 
Grade 
А 

Grade 
B 

Grade 
C 

1. Appearance Oily liquid of brown color GOST 2706.1 
2.Density, g/cm3, min. 

At 20 оС 
At 15 оС 

 
0.950 
0.950 

 
0.950 
0.950 

 
Not 

rated 

GOST 3900 

3. Stripping temperature of 3% volume, 
оС, min. 

215 170  - GOST 2177 and Para 4.2   
of TU  

4. Resins mass content, %, min. 80.0 50.0 - GOST 2177 and Para 4.3 
of TU  

5. Closed flash point, оС, min. - - 34 GOST 6356 
6. Water mass content, %, max. -  - 1.0 GOST 2477 
7.Volume of the distilled product at 
temperature of 250 oC, %, less 

65 GOST 2177 

8. Mass fraction of aromatic compounds, 
%, more 

- 50 50 Para 4.4 

9. Pour point, jC, not higher  Minus 10 20 GOST 20287 
Notes to the table:  
1. Volume of distilled product at 300 ° C at least 50% is guaranteed by the production technology.  
2. When determining the "pour point" according to GOST 20287, the test stops when the temperature 
reaches minus 20 ° C. 

 
Supply form: Oily liquid of brown color 
Packaging: Railway tank-cars and tank-trucks  
Transportation: Motor, covered railway transport 
Storage: In accordance with GOST 1510 
 



Information contained herein is provided to the best of our knowledge and is considered true on the revision date. This 
specification does not release a customer from obligation to check the product as to suitability thereof for the intended 
application. A producer shall not be liable for any loss and damage that might occur due to use of this information. 
 


